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1856 | Analyst, 2014, 139, 1856–1867A hydrodynamically optimized nano-electrospray
ionization source and vacuum interface†
M. Pauly,‡*a M. Sroka,b J. Reiss,b G. Rinke,a A. Albarghash,a R. Vogelgesang,a
H. Hahne,c B. Kuster,c J. Sesterhenn,b K. Kernad and S. Rauschenbach*a
The coupling of atmospheric pressure ionization (API) sources like electrospray ionization (ESI) to vacuum
based applications like mass spectrometry (MS) or ion beam deposition (IBD) is done by diﬀerential
pumping, starting with a capillary or pinhole inlet. Because of its low ion transfer eﬃciency the inlet
represents a major bottleneck for these applications. Here we present a nano-ESI vacuum interface
optimized to exploit the hydrodynamic drag of the background gas for collimation and the reduction of
space charge repulsion. Up to a space charge limit of 40 nA we observe 100% current transmission
through a capillary with an inlet and show by MS and IBD experiments that the transmitted ion beams
are well deﬁned and free of additional contamination compared to a conventional interface. Based on
computational ﬂuid dynamics modelling and ion transport simulations, we show how the speciﬁc shape
enhances the collimation of the ion cloud. Mass selected ion currents in the nanoampere range available
further downstream in high vacuum open many perspectives for the eﬃcient use of electrospray ion
beam deposition (ES-IBD) as a surface coating method.Introduction
Electrospray ionization (ESI)1,2 generates intact molecular ions,
which are used for mass spectrometry,3,4 ion mobility spec-
trometry (IMS)5 or for ion beam deposition methods like so
landing.6,7 The coupling of an API source to the mass spec-
trometer's rst vacuum chamber is usually made via a pinhole,
or more frequently through a transfer capillary. Its opening
diameter denes the gas load on the rst stage of the diﬀer-
entially pumped vacuum system and is thus strongly limited by
the available pumping speed. Typically capillaries with an inner
diameter of 0.5–0.7 mm and a length of 5–20 cm or pinholes of
less than 0.5 mm diameter are used for the initial transfer of
ions into vacuum. With moderately sized pumps a pressure
gradient of 2–3 orders of magnitude is generated.
Upstream of the transfer capillary, the ESI source can be
operated with high ionization eﬃciency. At low ow rates and
low concentrations all molecules in a solution can be ionized.8,9rch, Heisenbergstr. 1, D-70567 Stuttgart,
unistra.fr; s.rauschenbach@f.mpg.de
atz 555, D-01300 Berlin, Germany
echnische Universita¨t Mu¨nchen, Emil-
enstephan, Germany
ense´e, Ecole Polytechnique Fe´de´rale de
tion (ESI) available. See DOI:
, CNRS-University of Strasbourg, 23 rueDownstream, sophisticated in vacuo ion optics can reach a
transmittance of 50–100%.10 During the transfer from atmo-
spheric pressure to vacuum however a major fraction of the ion
current is lost. In principle these losses are higher for high ow
rates and high concentration of the molecules in the solution.
For the ion transfer alone, the present literature suggests a
transmittance of up to 20% for low ow interfaces (micro- or
nanospray, ca. 500 nLmin1),8,11–15 an individual example shows
close to 50%.15 Transmission ratios reported for conventional
interfaces operated at high ow rates are usually much lower
than for nanospray.8,11–13 More oen, the transmittance is
known to be low, but is not quantied explicitly.
Several loss mechanisms such as space charge expansion,
diﬀusion, transport in the electric eld, or turbulence are sug-
gested, however, only in a few cases were they identied and
quantied. For short capillary vacuum interfaces, for instance,
it has been shown that a large fraction of the ion current is lost
at the rim of the entrance hole and a smaller fraction within the
capillary itself, while the loss due to space charge and diﬀusion
becomes more important for long capillaries.13,15
Improving the ion transmission by changing the geometry16
has been approached for instance by using multiple sprayers,17,18
multiple capillaries,19,20 specially shaped electrodes,21 and ared
capillary inlets.22–24 Contouring of the eld at the capillary inlet
and throughout the entire conductance pathways into vacuum
has improved transmission eﬃciency and overcame some of the
space charge limitations.25–29 More recent developments aim at
directly inuencing the gas ow by adding gas streams29–33 or by
using hydrodynamic devices.34–37 Even the complete avoidance ofThis journal is © The Royal Society of Chemistry 2014
Fig. 1 (a) Scheme of the inlet region of an electrospray interface with
the main inﬂuencing factors: electric ﬁeld, ﬂow ﬁeld, space charge
ﬁeld and diﬀusion. The forces acting on an ion located in the ion plume
(red cloud) are indicated: drag force due to the gas ﬂow (blue), electric
forces due to applied voltages (black), Coulomb repulsion of the space
charge (red), and diﬀusion (green). (b) Scheme of the nano-electro-
spray interface used in the experiments, with the funnel-shaped and
ﬂat transfer capillary.
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View Article Onlinethe vacuum transfer by placing the ESI-emitter within vacuum
has been demonstrated.9 All these methods do increase the ion
transmission into vacuum, some signicantly. Unfortunately,
most studies present relative ion intensities for certain
compounds rather than electrical currents, which complicates
the comparison between diﬀerent sources and does not allow for
absolute quantication of the transmission.34,35,38 Moreover, the
calculation of the motion of the background gas in a complex
geometry and further its eﬀect on the ion motion are computa-
tionally demanding and thus complicate the modelling and
predicting of the performance of an ion source.
Therefore, the knowledge about the ion transport in API
sources remains mostly empirical and there is no fundamental
understanding of the principles that could be employed to
systematically optimize this key component. Nevertheless, a few
studies report absolute current measurements,12–15,39,40 from
which transmissions in the range of 1–20% for capillary inter-
faces are calculated. Most importantly, Lin et al. showed that the
losses at the inlet account for 50–99% for various capillaries.39 In
contrast, Page et al. reported that 90% of the losses occur within
the capillary itself for a short capillary to the emitter distance,
whereas 50% of the losses occur at the inlet when the distance
between the emitter and the capillary is increased.15
To understand the origin of the ion losses and rationally
improve the performance, we initially consider the motion of an
ion in an ESI interface close to atmospheric pressure, which is
governed by static electric elds, space charge elds, hydrody-
namic drag and diﬀusion, depicted in Fig. 1a. Electric forces
originate from the high voltages applied between the emitter
and the capillary and depend mostly on the magnitude of the
voltage and the geometry of the electrodes in the interface.
Additionally, the ion cloud generated by the electrospray plume
expands due to the Coulomb repulsion of its own space charge.
Space charge forces scale with the charge density and are
further inuenced by the specic geometry of the surrounding
electrodes. Hydrodynamic forces are caused by the interaction
of the particle with the surrounding uid, which is usually air or
N2 containing some vaporized solvent. The hydrodynamic force
eld strongly depends on the interface geometry dening the
uid ow. Furthermore, the acceleration of the ions by electric
forces causes ion–gas-collisions that can be described macro-
scopically by a drag force compensating the electrical force. The
resulting dri motion depends on the ion mobility and on the
local properties of the gas. Finally, diﬀusion is dependent on
the properties of the gas and the ion itself as well as on the
concentration gradients present.
Among all these acting forces, only the hydrodynamic drag
force can be collimating i.e. it can have a vector component that
is pointing towards the axis of the capillary. Electrostatic and
space charge forces typically point outwards. This initial
consideration shows that an optimization of an atmospheric
pressure interface has to be pursued either by reducing the
dispersing eﬀects of the electric forces and diﬀusion or by
acting on the uid ow to use it for actively collimating the ion
cloud. It becomes further apparent that the reasons for ion
losses are the high electric elds required for electrospray
ionization and the electric eld of the space charge, while theThis journal is © The Royal Society of Chemistry 2014radial velocity component of the uid ow must become zero at
the wall and thus cannot be responsible for ion losses.
To improve the performance of nano-ESI capillary vacuum
interfaces we conducted a study, systematically comparing a
specically designed, funnel shaped capillary with a conven-
tional, at capillary geometry of an otherwise identical cong-
uration (Fig. 1b). We reason that the hydrodynamic ow in the
funnel will collimate the ion cloud while at the same time
reduce the space charge expansion due to an axial acceleration
of the ions at the place of their generation and thus signicantly
improve the performance. In this study we quantify the ion
losses in both types of nano-electrospray (ES) interfaces exper-
imentally by absolute current measurements and interpret the
ndings with the help of ion transport simulations based on
computational uid dynamic calculations.
Experimental and computational
methods
Atmospheric pressure interface
A stainless steel tube of 6 cm length with an inner diameter
of 1.0 mm is the transfer capillary between the ambientAnalyst, 2014, 139, 1856–1867 | 1857
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View Article Onlineenvironment and the vacuum chamber (see ESI† for further
details). It is soldered into a stainless steel cylinder of 8 mm
diameter and 1 cm length. Two diﬀerent capillary types are
studied: a conventional shape, in which the stainless steel
cylinder at the capillary entrance is at, and a funnel shape,
which is craed into the cylinder by electro-erosion (see Fig. 1b).
The funnel has an entrance opening of 8 mm in diameter,
which smoothly reduces to the capillary diameter along a
10 mm length, while the curvature angle is approaching 0.
The capillary is mounted, electrically connected to a copper
cylinder, which contains a 50 W cartridge heater, a Pt100 ther-
mometer and a high voltage (SHV) wire connection (Fig. S1 in
the ESI†). This assembly is held by a PTFE socket, electrically
insulated from the vacuum chamber. Voltages of up to 5 kV are
applied to the whole assembly which is heated to 200 C during
measurements.
Electrosprays are generated using glass emitters made from
pulling capillaries of 75 mm inner diameter and 365 mm outer
diameter to create a dened apex of reduced diameter. For the
measurement of the spatial acceptance, commercial emitters
(uncoated silica PicoTips, 150 mm outer diameter and 10 mm
inner diameter, New Objective) are used since they are stable for
a very long time. The emitters are cut to 5 cm length and then
connected to the spray solution feed through a nger-tight peek
union containing a liquid junction electrode to apply the elec-
trospray voltage. This assembly is mounted on a movable stage
allowing the precise positioning of the emitter in three
dimensions. We dene the zero positions as the capillary axis
for the radial direction r and the capillary entrance for the
azimuthal direction z (see Fig. 1b).Transmission measurements
For the transmission measurements the described API interface
assembly is mounted to a vacuum chamber pumped by a roots
pump (Leybold Ruvac WSU 151, 153 m3 h1) backed with a
rotary pump (Leybold Trivac D16B, 16 m3 h1). During opera-
tion, the pressure, measured at a distant wall in the chamber, is
4 mbar.
Solutions of 102 to 105 M Rhodamine B (RhoB) in a 1 : 1
H2O/MeOH solvent mixture are used for the transmission quan-
tication (further experimental details are given in SII†). A syringe
pump (Harvard Apparatus Pump 11) is used to set the ow of 0.5–
1 mL min1. High voltages (Vemitter ¼ 1–5 kV) are applied to the
liquid junction electrode to generate the electrospray.
The ion currents are measured with Keithley 616 electrom-
eters or with equivalently sensitive, self-build current–voltage
converters that can be oated on high voltages. Connected to
the capillary and to ametal plate placed 1 cm downstream of the
capillary exit in vacuum, these instruments are set to a sensi-
tivity of 10 pA. Both the capillary and the detector plate are
grounded. The current measured in vacuum is referred to as the
transmitted current Itransmitted in the following. The current
measured on the capillary is referred to as the loss current or
capillary current Icapillary. These electrical currents are caused by
analyte ions, but can also be due to charged droplets, clusters,
solvent ions or other contaminants. The total emitted current is1858 | Analyst, 2014, 139, 1856–1867calculated as the sum of the transmitted and capillary currents
i.e. Iemitted ¼ Icapillary + Itransmitted. In addition, undetected
leakage currents Ileak are possible on the ambient pressure and
on the low pressure sides of the capillary. However, on the
vacuum side, the detector is placed close to the capillary exit,
which excludes ions leaving for the pump or chamber wall. The
observation of unity transmittance in some cases conrms this.
The absence of any leakage current on the ambient pressure
side was veried in a separate experiment: using only an emitter
and a collector plate of otherwise the same geometry as the
interface, the same current was measured at both terminals
(see Fig. S4†). Moreover, by placing the emitter at a position
where the transmitted current becomes zero, the relationship
Iemitted ¼ Icapillary is veried several times during each
measurement, which excludes any leakage current on the
atmospheric pressure side.
As a benchmark for the performance of the capillary inter-
face alone, we dene the transmittance as the ratio of the
transmitted current and the emitted current. The overall
performance of an ion source moreover depends on the ioni-
zation yield as well and is expressed in the sampling eﬃciency,
which is dened as the ratio of the ux of molecular ions
entering the vacuum through an aperture or capillary and the
ux of molecules entering the source dissolved in a liquid.41
Mass spectrometry and electrospray ion beam deposition
By reducing the capillary diameter to 0.75 mm while keeping
the same funnel shape the interface is matched to the pressure
requirement of 1 mbar in the rst pumping stage of our ES-IBD
apparatus,42–44 which contains a linear time-of-ight (TOF) mass
spectrometer. This mass spectrometer is used for the verica-
tion of the purity of the ion beam. It is mounted in the 4th
diﬀerentially pumped chamber at a pressure of 107 mbar
and has a resolution of m/Dm ¼ 1000 and a dynamic range of
three decades. Mass spectra are recorded using a 104 M RhoB
solution in 1 : 1 H2O : MeOH solvent, and a 0.01 mg mL
1
(z8  107 mol L1) Cytochrome C (CytC) solution in a 3 : 1
H2O : MeOH to which 2% formic acid has been added.
To probe the ion beam for contamination that cannot be
detected by mass spectrometry, like neutral molecules and
clusters or very large charged clusters, we perform scanning
tunnel microscopy (STM) imaging of atomically clean Cu(111)
samples aer deposition of the CytC ion beam by ES-IBD from
the funnel interface. The depositions take place in the sixth
vacuum chamber at 1010 mbar and the samples were then
transferred in situ to the STM for characterization.42–44 The
current is continuously measured on the sample, which gives
access to the total charge deposited expressed in pAh (1 pAh
corresponds to the charge deposited from a 1 pA ion beam for
1 h, i.e. 3.6  109 C).
Computational uid dynamics and ion trajectory simulations
The motion of the ions in the interface is simulated using
SIMION 8 (ref. 45) with the SDS package46 to include the inu-
ence of a neutral background gas in motion. The simulation
calculates the trajectory of an ion fully dened by mass, charge,This journal is © The Royal Society of Chemistry 2014
Fig. 2 Emission and transmission characteristics for the interfaces
with ﬂat (a, c and e) and funnel-shaped (b, d and f) capillaries measured
with 102 M to 105 M RhoB solutions as a function of the emitter
voltage. (a and b) The emitted current is the sum of the transmitted and
capillary currents (not shown) i.e. Iemitted ¼ Icapillary + Itransmitted (log
scale). (c and d) Current transmitted to vacuum (solid curves) and total
current emitted (dashed curves). (e and f) Transmittance, calculated as
the ratio of the transmitted current and the total current.
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View Article Onlineposition and velocity in the electric eld generated by metallic
electrodes dened by their geometry and applied voltage.
The gas ow is described by the two dimensional
compressible Navier–Stokes equations of the ideal gas (Section
S-III in the ESI†). Standard conditions for air are used. The
friction is described by the usual Sutherland law. The simula-
tion builds on characteristic rewriting of the Navier–Stokes
equations,47 which works in pressure, velocity and entropy,
from which all thermodynamically relevant quantities can be
derived. The simulation is run in time until a steady state of the
ow is reached.
Due to the symmetry of the geometry, the ow simulations
are done in two dimensions. In reducing the dimensionality, we
do not expect qualitative changes in the characteristics of the
gas ow, albeit locally quantitative deviations will occur.
Assuming identical conditions in the capillary, the velocities in
the inlet section of the two dimensional geometry will be
higher, because for a given diameter the same mass ux is
distributed over a smaller cross-section. Following the same
argument, the gradients for pressure and velocity will be steeper
in a 2d simulation as compared to a full 3d model. The most
signicant diﬀerence caused by the 2d simulation is a
suppression of turbulences, which however would only occur
within the transfer tube in a gas owing at a constant velocity
and not in the interface where the gas is accelerated.
The ions for the example trajectory calculations are dened
as RhoB singly positive charged ions (m/z ¼ 443) and trajecto-
ries are calculated by applying a static voltage of 2.5 kV to the
emitter electrode and 0 V to the capillary (Section S-IV in
the ESI†). The space charge of the ion beam is not considered in
the simulations and only later calculated along specic ion
paths to be compared to the other inuences on the ion beam.
Therefore the eﬀect of the external electric eld from the voltage
applied on the emitter and of the electric eld of the space
charge is expressed in velocities. For their calculation the
mobility is expressed as K ¼ K0(P0/P)(T/T0) with P the local
pressure from the computational uid dynamic calculations
and the local temperature T ¼ 300 K considered as constant
(P0 ¼ 1000 mbar and T0 ¼ 273 K). The value of the reduced
mobility (K0¼ 9.2 105 m2 V1 s1) is the value estimated using
the SDS package of SIMION from the molecular mass of RhoB.Results and discussion
Ion transmission characteristics
Spray voltage, solution concentration and ow rate are the main
parameters that determine the ion current generated by an ES
emitter. We use the strong dependencies on spray voltage and
concentration to vary the emitted current over many orders in
magnitude,13,48,49 while the ow rate is held constant at 0.5 mL
min1 to avoid unstable sprays caused by too low ow rates and
the generation of large droplets caused by too high ow rates.
Currents ranging from several picoampere (pA) up to a few mA
are generated from RhoB solutions with concentrations
between 105 M and 102 M and spray voltages of 1–5 kV (Fig. 2a
and b).This journal is © The Royal Society of Chemistry 2014The electric eld at the emitter apex is a key parameter in
determining the electrospray current. To comparatively inves-
tigate the transmission characteristics of conventional and
funnel interfaces, emitter positions are selected such that the
distance between the emitter apex and the capillary wall is
approximately the same in both cases, which results in a similar
electric eld distribution and magnitude in the vicinity of
the apex. Because the funnel extends into the half space of
z < 0 mm, opening up from 1 mm to 8 mm diameter (see Fig. 1)
the emitter at position z¼6.5 mm is located within the funnel
at a distance of 2 mm to the capillary wall. Thus for the at
capillary the equivalent position is z ¼ 2 mm.
For these geometric parameters we nd emission current
characteristics Iemitted(Vemitter) that are identical for both inter-
face types over the studied concentration range (Fig. 2a and b).
If, as in Fig. 2, diﬀerent emitters are used for the characteriza-
tion of the two diﬀerent capillaries, the characteristics diﬀer in
current by a factor of less than one order of magnitude, but
show otherwise identical behaviour. Our emitter fabrication
method has only limited reproducibility. Thus each emitter hasAnalyst, 2014, 139, 1856–1867 | 1859
Fig. 3 Measured transmitted current for the (a) ﬂat and (b) funnel
interface and loss current for the (c) ﬂat and (d) funnel interface
mapped as a function of the radial position r and the azimuthal position
z of the emitter (104 M RhoB, Vemitter ¼ 2.5 kV, Iemitted ¼ 20–30 nA).
(e and f) Corresponding normalized transmittance, with the line
marking out the volume of at least half maximum transmittance.
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View Article Onlinea unique geometry, with a slightly diﬀerent tip diameter, which
can cause a shi in the emission current for the same ow rate
and concentration. If the same emitter is used with both
interfaces, we nd the identical characteristics for both inter-
faces (see for instance Fig. S3B(a) and (b)†).
The transmitted current measured on the metal plate
detector in vacuum increases with the emitted current until a
maximum value of approximately 20 nA is reached and then
stays constant on further increasing the spray voltage (Fig. 2c
and d). This current limit exists for both at and funnel-shaped
interface types. It further depends on the individual emitter, the
transfer capillary diameter, the emitter position, and the solu-
tion concentration (see ESI section S-IX†).
Although the net current transmitted into vacuum reaches the
same top values for both capillary types, the transmittance,
dened as the ratio between the current transferred through the
capillary and the total emission current, is signicantly diﬀerent.
The at capillary's transmittance never exceeds 20% (Fig. 2e),
whereas up to 100% of the emitted current can be measured in
vacuum if the capillary with a funnel shaped inlet is used
(Fig. 2f). In the measurement shown in Fig. 2, the unity trans-
mittance is observed for the 105 M and 104 M solutions over
the entire range of 1–5 kV applied to the emitter, i.e. for emission
currents up to 20 nA. In general, with the 1 mm capillary, up to
40 nA can be observed at 100% transmission using an optimal
emitter (Fig. S2 in the ESI†). Above this threshold, only the loss
current measured on the capillary increases further with the
electrospray voltage or the solution concentration, which trans-
lates to a decreasing transmittance. It should also be noted that
the transmittance of the at capillary is higher than values
reported in the literature as well,11–14 because the capillary used
here has a diameter of 1 mm, larger than those used for other
studies (typically 0.4–0.6 mm).
To compare both capillary types and better understand the
inuence of the geometry, a transmission and loss current map
were measured and a transmittance map was calculated (Fig. 3).
This was done at a working point of Vemitter ¼ 2.5 kV. The
maximal values for the transmission current for both capillaries
are found when the tip is aligned with the capillary axis
(r ¼ 0 mm) and is brought as close as possible to the 1 mm
diameter capillary entrance at z ¼ 0 mm (Fig. 3a and b). Away
from this position in the radial and axial direction the trans-
mitted current decreases. The funnel interface reaches a peak
transmission of 30 nA, while for the at capillary only 6.5 nA is
detected. The corresponding relative transmittance reaches
100% for the funnel capillary and up to 23% for the at
interface.
The map of the loss current (Fig. 3c and d) approximately
resembles an inverse image of the transmission current map,
because the emission current is the sum of transmitted and loss
currents. As the emission depends on the electric eld at the
emitter apex, the emitted current increases when the distance
between the emitter and the capillary is reduced. This occurs in
the axial direction for both interfaces and in the radial direction
for the funnel interface (see ESI Fig. S3†). For both interface
types we see that electrosprays generated at such a small
distance to the capillary wall provide higher emitted current but1860 | Analyst, 2014, 139, 1856–1867also cause signicant losses. Both the absolute current trans-
mitted as well as the relative transmittance are lower in regions
close to the capillary wall.
The transmittance map (Fig. 3e and f) also oﬀers a way to
dene andmeasure the volume for which the ions are eﬀectively
sampled into the transfer capillary. For instance the volumes of
at least half of the maximal transmittance are approximately of
the same size for both geometries. Hence, positioning of the
emitter requires the same precision for both interfaces.
However, the absolute intensities transmitted within these
volumes diﬀer greatly (Fig. 3a and b).
When interpreting the measured current- and relative-
transmittance maps, one must keep in mind that the emitter
position and the position where the ions are generated are not
identical, but rather a plume of macroscopic size is generated
downstream the emitter apex, in which gas phase ions are
created out of charged droplets.50 The shape of the ES-plume, as
well as the distribution of droplets and ions in it, is determined
by space charge and external electric elds as well as the
hydrodynamic drag.
We see for both interface geometries that positioning the
emitter close to the wall is one major cause of ion losses, which
is certainly due to electric elds, whereas it cannot be decided
whether space charge or external elds are the main cause
for that. When the emitter is positioned away from the wall,
the conned geometry of the funnel leads to a signicantThis journal is © The Royal Society of Chemistry 2014
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View Article Onlineimprovement of the transmission for emitter positions within
the funnel, while the transmission of a current generated in the
free space in front of the interface is the same for both
interfaces.
Summarized, the current measurements show that under
conditions of a xed set of parameters, e.g. spray voltage,
solution concentration, ow rate and emitter performance, the
funnel interface transmits higher currents than the at capillary
interface when the emitter is positioned at an optimal position
within the funnel. Up to 100% of the ions generated by an
electrospray can be transferred to the vacuum with the funnel
capillary, whereas the transmittance for the at capillary is
limited to 25%. Independent of the geometry of the inlet
section, however, beyond a transmission current limit,
increasing the electrospray emission current does not increase
the transmitted current further and thus the relative trans-
mission decreases.
While for the vacuum transmittance of capillary interface
values around 20% are reported,11–14 for modied aperture
interfaces of larger than usual diameter very high sampling
eﬃciencies of up to 80% can be achieved, which implies an inlet
transmittance of at least this value.41 The direct comparison of
our experiment with the work of Schneider et al.41 is very
insightful as both experiments require larger than the typical
pumping speed for the rst vacuum chamber to compensate for
the increased gas load from the large diameter capillary or large
aperture, respectively. Both experiments use approximately the
same solution ow rate of 500 nL min1 and molecules in the
same mass range. The solution concentration, however, diﬀers
by orders of magnitude. Schneider et al. worked with a solution
of 1.6  109 M, which would generate a current of 1.3 pA of the
singly charged analyte ions at a given ow rate and 100%
ionization eﬃciency. They estimated that the detected 6.8  105
counts per second relate to a sampling eﬃciency of 80% and
hence a vacuum transmission above that. For the funnel
capillary source we achieved 100% vacuum transmission with
solutions of 104 M and below, with 103 M we still reach 90%.
Assuming that the current relates to analyte ions only, which is
shown by mass spectrometry measurements (see section
‘Chemical characterization’), we can relate the maximal current
of 40 nA detected in vacuum to a sampling eﬃciency of 50%, as
we estimate 80 nA of analyte ion current from the 104 M
solution. For 105 M solutions the maximum transmitted
current is 10 nA, which suggests a sampling eﬃciency of around
100% (see ESI section S-VIII†). These numbers represent an ion
source of high intensity and eﬃciency, provided that the
transmitted current consists exclusively of analyte ions. This
indeed crucial point will be addressed in detail in the following
section. Nevertheless the measurements show that unity
transmission of ion currents up to 40 nA to vacuum is possible.Fig. 4 (a) Positive ion mass spectra of RhoB (top) and CytC (bottom)
recorded with the funnel capillary interface. (b) Ion current in high
vacuum as a function of the quadrupole rf-voltage (rf only mode) and
as a function of the corresponding lower m/z cutoﬀ.Chemical characterization
We have shown in the previous section that the modied
capillary allows transmitting up to 100% of the ions produced at
atmospheric pressure up to a threshold current. However, the
measurement of a net current does not yield information on theThis journal is © The Royal Society of Chemistry 2014nature of the charged species that constitute this current. The
enhanced transmittance does represent an improvement only
if the performance of the funnel source with respect to
the chemical composition and contamination of the ion beam
is comparable to conventional sources. In particular, by
measuring electric current one cannot distinguish between
ionized, desolvated analyte molecules and charged contami-
nants like ionized solvent molecules, ionized clusters or even
charged solvent droplets containing analyte molecules. Their
presence, however, can have a negative eﬀect on the perfor-
mance of a mass spectrometer or an ES-IBD experiment.
These concerns were addressed by characterizing the ion
beam using mass spectrometry, current transmission of a
rf-only quadrupole and ion beam deposition experiments with
RhoB and CytC as reference compounds. The combination of
these techniques allows us to exclude all relevant types of
contaminants, including neutral and charged clusters, droplets,
fragments, neutrals and ions other than the analyte.
Fig. 4a shows mass spectra of ion beams generated by a
nano-ESI source with a funnel capillary interface, acquired with
the linear TOF mass spectrometer of our ES-IBD experi-
ment.42–44,51–53 The integration of the funnel capillary did not
alter the mass spectra qualitatively as compared to the
commercial pneumatically assisted source (Agilent Techn.)
used before. However the detected intensity at the TOF detector
(ETP 14882) increased to an extent that the dynode voltage hadAnalyst, 2014, 139, 1856–1867 | 1861
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View Article Onlineto be signicantly reduced from 2.9 kV to 2.4 kV in order to
detect an unsaturated signal. According to the detector speci-
cations, this decrease compensates for an increase in intensity
of 2–3 orders of magnitude, which ts with the increase in the
absolute current detected in the TOF chamber.
Solutions of 104 M RhoB in water/methanol, as used for the
characterization of the transmission, as well as a solution of
0.01 mg mL1 CytC in water/methanol with 2% formic acid are
electrosprayed in positive mode. The RhoB mass spectrum
shows one single peak, which can be assigned to the singly
charged molecular cation (m/z ¼ 443 Th), whereas the CytC
mass spectrum shows the characteristic pattern of several
charge states due to multiple protonation (m¼ 12 384 Da, +10 <
z < +18).52,54 In both experiments no other peaks can be detected,
which demonstrates the absence of ionized contaminants.
However, high mass clusters and other chemical noise that
would not yield individual peaks in a mass spectrum can be a
signicant fraction of the net current. Thus, in addition to the
TOF-mass spectrometry, the ion current has been measured on
an electrode plate in the fourth pumping stage (107 mbar)
while sweeping the rf-voltage of a quadrupole ion guide oper-
ated in rf-only mode (Fig. 4b). In this mode the ion guides have a
sharp lower m/z-cutoﬀ, while high mass ions are indiscrimin-
ately transmitted. The obtained data are equivalent to a mass
spectrum integrated over m/z, in which heavily charged clusters
and other high m/z-chemical noise would appear as a current at
high rf-voltages, whereas all peaks have vanished from the mass
spectra. Moreover, this measurement detects the absolute ion
current in the high vacuum stage of the instrument through an
electrometer and is thus, in particular, not aﬀected by satura-
tion eﬀects, which allows the determination of the fraction of
the current that is transmitted into high vacuum.
Above a certain rf-voltage required to establish ion trans-
mission through the quadrupole (approximately 20 V), an ion
current of up to 5 nA is detected for both compounds. The
current is constant for low rf-voltages. For the RhoB beam,
sweeping the quadrupole rf-voltage further engenders a sudden
drop of the current to zero at 260 V, corresponding to the sup-
pressed transmission of the RhoB ion, which is conrmed by
TOF-MS (upper panel in Fig. 4b). For the CytC beam the
decrease is not abrupt due to the distribution of the current into
several charge states of diﬀerent mass-to-charge ratios (lower
panel in Fig. 4b). Thus one would expect steps that correspond
to the transmission of each charge state, those, however, are
smeared out due to the limited resolving power of the quadru-
pole in rf-only mode. Above Vrf ¼ 450 V the current recorded for
CytC is equal to zero as well, coinciding with the disappearance
of the lowest charge state peaks from the mass spectrum. In
both cases the tolerance is a few picoamps. Thus, based on
these and the mass spectrometry measurements, any signi-
cant amount of charged contaminants, in particular charged
clusters and droplets, can be excluded.
The detected current of 5 nA in high vacuum for both ion
beams further shows that a large fraction of the ions, passing
through the capillary into the rst vacuum chamber, is further
transmitted into the high vacuum of the fourth pumping stage.
For the 0.75 mm capillary used in these experiments, a current1862 | Analyst, 2014, 139, 1856–1867limit cut-oﬀ around 20 nA was measured (see ESI Fig. S9†), from
which we estimate a transmittance for the whole apparatus
from leaving the capillary to high vacuum of 25%. This is in
agreement with previous measurements on our ES-IBD appa-
ratus using other ion sources. It further conrms that the fun-
nel source emits a well-dened, pure ion beam, while for
instance leakage currents, gas discharges or other artefacts
misinterpreted as molecular ion current can be dismissed. Thus
the data from TOF-MS and quadrupole sweeps measured in
high vacuum are representative for the ion beam entering the
vacuum system through the capillary.
Finally, the CytC ion beam has been deposited on atomically
at and clean surfaces of a Cu(111) single crystal in the ultra-
high vacuum (p ¼ 2  1010 mbar) of the 6th pumping stage at
low and high coverage and imaged in situ by STM (Fig. 5, see
ESI† S-V for experimental details). This measurement is the
most sensitive to neutral contamination, which would be
detected as adsorbates on the surface when present in small
quantity. If a large amount of charged or neutral contaminants
would be deposited, the surface quickly became contaminated
to a point where STM imaging is entirely impossible as a
strongly contaminated surface would not allow for a stable
tunnel junction.51,53
Due to the possibility of chemical interaction with the
surface,55,56 it is not possible to infer the chemical state of a
molecule aer ion beam deposition directly from an STM image
alone. It is apparent, however, that only string-shaped structures,
characteristic of so-landed unfolded proteins, are observed on
an otherwise clean surface.52 The observed morphology, molec-
ular- as well as surface-structures are identical to previous
experiments with the same molecules deposited under the same
conditions using either a commercial, pneumatically assisted,
orthogonal electrospray source52 or a conventional cylindrical ion
transfer capillary with an in-line nano-ES.
In addition, the observed molecular coverage ts to the
amount of deposited charge, which indicates that nothing but
CytC molecules were transporting the charge to the surface. The
ion beam deposition experiment allows for a determination of
the mass-to-charge ratio fully independent of the mass spec-
trometer. The deposited charge is found by integrating the ion
current over the deposition time (15 pAh and 50 pAh for the low-
and high-coverage respectively) and the number of molecules is
measured by extrapolating the molecular coverage observed
with STM to the whole sample (see Fig. 5a and b).40,53 For the
presented experiments we nd values between 12 and 21
charges per molecule, which reasonably ts with the corre-
sponding mass spectrum. Since this method includes all charge
carriers that arrive at the surface this result allows us to exclude
the presence of ions other than those seen in the mass spectra.
Moreover, a large number of samples and STM images of
similar quality using many diﬀerent molecules and surfaces
were produced since the incorporation of the funnel ion source
into the ES-IBD apparatus.
The data obtained from current measurements, mass spec-
trometry, quadrupole sweeps, and nally STM aer IBD in
ultrahigh vacuum (UHV) characterize the ion source in many,
distinctly diﬀerent aspects. Their combination provides enoughThis journal is © The Royal Society of Chemistry 2014
Fig. 5 STM micrographs of unfolded CytC soft landed in UHV after mass selection on an atomically ﬂat and clean Cu(111) surface. (a) Low
molecular coverage (deposited charge 15 pAh). (b) High molecular coverage (50 pAh). (c) Magniﬁed single molecule.
Paper Analyst
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 3
0 
Ja
nu
ar
y 
20
14
. D
ow
nl
oa
de
d 
on
 0
1/
04
/2
01
6 
09
:4
1:
15
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlineevidence to the matter of whether the transmitted ion current
consists of charged droplets or desolvated ions. This is crucial,
since capillaries of larger diameter, here 1 mm (or 0.75 mm for
the ES-IBD instrument), could be problematic regarding droplet
desolvation. The indicators for a well-dened molecular ion
beam without droplets, clusters, or contaminants are: ion
currents stable over a long time, clean TOF mass spectra, a
sharp step in the ion current to zero for the Q2 sweeps, and
atomically clean surfaces aer ion beam deposition. In addition
we see a clear indication of desolvation in the temperature
characteristic of the transmitted current at 125 C. Around this
temperature the transmitted current increases from 7 nA to
30 nA, marking the transition of a droplet containing beam to
one of gas phase ions (ESI S-VII, Fig. S8†). One might even
speculate that the funnel geometry provides a more eﬃcient
heating due to the close proximity of the heated capillary wall to
the emitter, and hence desolvation works well despite the fact
that larger diameter capillaries are used. Finally, we did not
detect any sign of an ill-dened ion beam, or droplet-containing
ion beams, such as increased pressure in the UHV stages, high
currents that do not react to voltages applied to electrostatic
lenses, or strongly uctuating, unstable ion currents.Modelling of the vacuum transfer
To understand the origin of both the enhanced transmittance
through the capillary associated with the modied inlet shape
and the observed current limit, in the following we consider the
motion of individual ions through both capillary geometries.
Several representative trajectories of individual ions are simu-
lated (Fig. S5 and S6 in the ESI†). The inuence of the space
charge is not included in the simulations, but later estimatedThis journal is © The Royal Society of Chemistry 2014based on these trajectories. Rather than modelling the whole
system including electrospray, droplet evolution, ion motion
and space charge for a large number of charged particles, with
our approach we are able to extract data for each of the inu-
encing factors and compare their eﬀect on the ion transport.
Like in the current measurement experiments, the capil-
laries considered in the simulations have a diameter of 1 mm.
The emitter is placed at an axial position of z ¼ 10 mm and
z ¼ 5 mm for the funnel shaped and at capillary respectively.
A potential of 2.5 kV is dened for the emitter and 0 V for the
capillary. The ions are modelled as RhoB singly charged ions
with a mass of 443 u. Their starting position is located in
the plane 2.5 mm downstream of the emitter, a position where
gas phase ions are likely to be generated in an electrospray
plume.50,57,58
The rst step in modelling is the uid dynamics calculations
for both geometries (ESI S-III†). Fig. 6a and c display the results
in the form of pressure, radial and axial velocity. In both cases
the gas ows within the 1 mm tube with an approximately
constant velocity of 200 m s1 at a pressure of 800 mbar, while
the pressure reduction and the velocity increase occur in the
funnel- or free-space region, respectively. Once the gas enters
the cylindrical part of the capillary the ow becomes choked
and turbulences can occur. This is not observed in the simu-
lation results because the two dimensional geometry will not
allow for the reproduction of the turbulent ow. In the interface
region we do not expect turbulences to occur at all because the
gas ow is accelerated, which suppresses turbulences even at
Reynolds numbers larger than 4000.59
The ow in the inlet section is characterized by a smooth
pressure gradient, evenly distributed across the whole funnel,
while the pressure drop is stronger but very much localized atAnalyst, 2014, 139, 1856–1867 | 1863
Fig. 6 (a) Pressure, (b) radial and (c) axial gas velocities as calculated by CFD. Overlaid in (a) the trajectory of individual ions as simulated with
2.5 kV applied on the emitter. Note that in (b) the radial velocity is negative, i.e. the radial gas velocity is focusing the ion beam. (d) Radial velocity
of the gas (green), radial velocity due to the external electric potential applied to the emitter (black) and radial velocity due to space charge for
currents of 1, 10 and 100 nA (blue, violet and red). (e) Axial velocity of the gas (red) and the ion (bold line in (a–c)).
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View Article Onlinethe orice for the at interface. The large region of pressure
gradient corresponds to a large region of moving gas in the
funnel inlet with radial velocities of up to 12 m s1 pointing
towards the axis. For the at inlet, high velocities are only found
close to the orice, yet the velocities are even higher, reaching
up to 70m s1 radial velocity. The distribution of the gasmotion
intuitively shows how the funnel shape supports the sampling
of the generated ions. Ions generated within the large region
inside the funnel or close to the capillary entry, respectively, are
collimated by the force exerted by the radial gas velocity
component, while a high axial velocity drags the ions towards
the capillary inlet.
In the following step, trajectory simulations are performed to
compare the eﬀect of the hydrodynamic drag to that of the
electric elds from electrodes and space charge. The ions move1864 | Analyst, 2014, 139, 1856–1867in the electric eld generated by the voltage applied to the emitter
and are inuenced by the moving background gas. Some
trajectories are superimposed in Fig. 6a. It appears that they are
closely following the stream lines of the gas ow, hence that the
hydrodynamic drag is dominating the ion motion. The potential
diﬀerence between the emitter and capillary is necessary to
generate an electrospray, however the ion trajectory appears not
to be strongly aﬀected by the presence of this electrostatic force.
As a consequence, without taking space charge forces into
account all ions from a starting disc ofmore than 5mmdiameter
are eﬀectively transmitted for both geometries. This would
translate in the experimental result as both capillaries displaying
100% transmittance, which is clearly not the case for the at
capillary. Losses are thus due to the space charge expansion of
the electrospray plume or of the ion beam.This journal is © The Royal Society of Chemistry 2014
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View Article OnlineThe motion of ions is fully described by the superposition of
the electric force, the drag force and the space charge forces. Ion
losses due to diﬀusion can be ignored, because the diﬀusion
length for the residence time of ions in the capillary is in the
order of micrometres (ESI S-IVB†), which is negligible compared
to the capillary dimensions and the radial displacement due to
space charge forces. In the regime of high pressure background
gas, the mean free path length of the ion motion becomes
extremely low in the order of 30 nm (Section S-IVA in the ESI†).
Thus on the macroscopic scale an external force like the electric
force on the ion F ¼ Eq does not lead to an accelerated motion,
but rather to a dri of constant velocity vd¼ KE characterized by
a mobility constant K, which depends on the properties of the
gas, but is independent of the motion of the ion. This motion
can be added to the motion of the gas with the velocity vgas
leading to
v ¼ vgas + K(Eext + Esc) ¼ vgas + vext + vsc (1)
with Eext being the external electric eld due to the applied
voltages and Esc the electric eld of the space charge. Based on
the relationship in (1), we can now analyse and compare the
inuence of each of the three interactions on the ion's trajectory
independently, as all three velocities are directly accessible. The
velocity of the gas vgas is directly acquired from the uid
dynamics calculations. The velocity due to the external electric
eld is calculated by solving the Laplace equation.45 Finally the
space charge eld for an ion at radius r is approximated by
considering an innitely long uniform beam of radius Rbeam
and of current I moving with velocity v.60 This electric eld has
only a component in the radial direction, which is proportional
to the current and inversely proportional to the ion velocity and
the beam size:
Esc ¼ Ir
2p3nRbeam
2
(2)
We choose to consider the data for the outermost trajecto-
ries, plotted as a bold line in Fig. 6a, as they represent the
borderline case in which all interactions are most pronounced
and thus losses would occur rst. In Fig. 6d the radial compo-
nents of the gas velocity (green), the dri velocity due to the
external electric eld (black) and the dri velocity induced by
space charge (for 1 nA, 10 nA and 100 nA; blue, violet and red)
are displayed as a function of the axial coordinate for the ion
path plotted as a bold line in Fig. 6a. The axial velocity of the gas
and of the ion is shown in Fig. 6e, which is the same for all three
currents, since no axial force component of the space charge
was considered.
For both geometry types only the radial gas velocity has a
negative sign, meaning that it has a collimating eﬀect on the ion
cloud and it is the only collimating force in the inlet. Also this
velocity component is higher than all the other velocities. For
the at capillary its magnitude is much higher compared to that
of the funnel shape, but the region of this high gas velocity is
limited to the close vicinity of the capillary entrance, whereas it
extends over a large region for the funnel capillary. The radial
dri velocity caused by the external electric eld is alwaysThis journal is © The Royal Society of Chemistry 2014positive, thus decollimating. Yet, it is only signicantly closer to
the emitter for both capillary types and in addition it causes a
strong decollimating eﬀect at the very entrance of the at
capillary, which is avoided in the funnel inlet due to the fact that
the emitter is positioned within the funnel.
The dri velocity induced by the space charge is plotted for
diﬀerent currents from 1 nA to 100 nA in Fig. 6d. It is approx-
imately constant along the ion path, and found to scale mainly
with the total ion current. Even though beam radius Rbeam,
radial particle position r and particle velocity v change over
orders of magnitude along the trajectory, they cancel each
other's eﬀects on the space charge force (see eqn (2)). Moreover
we nd that the radial velocity component due to space charge
is almost negligible for currents of 1–10 nA and only reaches
values comparable to the gas velocity above 10 nA (for instance,
vsc ¼ 1 m s1 for I ¼ 50 nA).
In the axial direction the ions in the funnel are transported
into the capillary exclusively by the hydrodynamic drag, which is
represented by the matching curves for the axial velocities in
Fig. 6e. The gap between those two curves for the at interface
shows that only the electric eld moves the ions towards to the
orice because the axial gas velocity here is almost negligible.
The quantitative comparison shows that the hydrodynamic
force in the funnel region is strong enough to collimate the ion
cloud even for currents as high as 100 nA, while the decolli-
mating external electric force is very weak in this region. For the
at capillary, however, high gas velocities are only present
within a small region that cannot cover the entire electrospray
plume and at the same time the strong electric elds at the rim
of the capillary add to decollimation. This is reected in the fact
that 100% of the ion current can be transmitted with the funnel
shape, whereas only 25% of the ion current is transmitted
through the at shape even for currents below the observed
space charge limit.
In the sampling region of the funnel or in front of the at
inlet, the gas velocities exceed the velocities of the space charge
expansion for 100 nA by an order of magnitude or more. Thus
the inlet cannot be responsible for the observed current limit.
Within the 1 mm tube however, the space charge gives rise
to the only signicant radial velocity component. An ion at
200 m s1 passes the 60 mm long capillary in 0.3 ms. For an ion
at the edge of a beam of 100 nA this leads to a velocity of 2 m s1
and the trajectory deviates by 0.6 mm in the radial direction,
which is larger than the capillary radius. Thus a signicant
number of ions may be lost on the interior walls of the capillary
at such a current value. As this eﬀect is independent of the
geometry of the inlet section, it can explain the observed current
limit for both interface types. Moreover it is in agreement with
our observations for smaller diameter capillaries, which show a
reduced current limit for otherwise identical behavior.
Summary and conclusions
The high molecular coverage shown in Fig. 5b is obtained aer
a deposition time of a few minutes with a current of 1–2 nA
under ultrahigh vacuum, whereas the same experiment
took several hours with our previous ion source, which usuallyAnalyst, 2014, 139, 1856–1867 | 1865
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View Article Onlineallowed for 10–100 pA of deposition current in UHV. This
documents that the funnel interface is a substantial advance-
ment over conventional and nano-ESI APIs, which is achieved
by twomajor improvements: rst, a higher transmission ratio of
up to 100%, and second, an increased net current for otherwise
identical conditions like spray voltage and concentration.
Currents as high as 40, 20 and 3 nA have been obtained for the
1, 0.75 and 0.50 mm diameter capillaries respectively. The
improvement in terms of absolute ionic current in vacuum is
comparable to what has been previously obtained with multi-
capillary inlets.19,20 The latter requires a more extensive modi-
cation of the atmospheric interface as compared to the ease of
implementation of the funnel-shaped capillary presented here,
it however also performs better with high ow rates, due to a
larger active volume and better desolvation in the small diam-
eter capillaries.
Based on computational uid dynamics calculations and ion
trajectory simulations, the evaluation of the diﬀerent forces
acting on the ions shows that the hydrodynamic ow dominates
the ion motion at the capillary inlet, while electrostatic forces
are of lesser importance. The funnel design generates a large
volume of high radial velocity, which allows for eﬃcient
sampling and thus for the 100% transmittance observed. For
high currents (>20 nA), the space charge force becomes relevant
rst in the transfer tube, which is expressed in the absolute
current limit.
The tests with our electrospray mass spectrometer and ion
beam deposition experiment42–44 illustrate that the improved
performance of the funnel interface has the potential to
enhance sensitivity or selectivity as well as sample utilization
and throughput61,62 in mass spectrometry or ion beam deposi-
tion applications. Initial tests with a commercial mass spec-
trometer (i.e. an LTQ Orbitrap) and with small diameter
capillaries however showed only small improvements. It seems
that the high gas load passing through the large diameter
capillaries of 1 mm and 0.75 mm is crucial to generate a colli-
mating ow eld of suﬃcient gas velocity (Fig. S7 and S9 in the
ESI†).
While the modications made seem small and fairly simple
as compared to conventional nanospray interfaces, the novelty
of the funnel source is not only the rather simple adjustment of
the inlet geometry of a conventional in-line ion source geom-
etry. Key to the enhanced performance of our funnel source is
the fact that the nanospray emitter is placed inside of a funnel
that constitutes the inlet of a capillary instead of in front of the
at cut capillary orice. This union of the funnel and the
emitter represents a conceptual diﬀerence of great importance
for the design of atmospheric pressure ion sources: the back-
ground gas is not only an imposition that has to be removed
before the ions can be analysed in vacuum. On the contrary, the
gas ow is the most eﬃcient way to control ion transport at high
pressures.
Thus the ion motion in moving gases represents a highly
interesting eld for future theoretical and experimental
work, where our modelling approach could contribute to a
better understanding of ion transport or to the development of
better ion sources, gas phase reactors and high pressure ion1866 | Analyst, 2014, 139, 1856–1867optics.6,8,10,63 For instance, with an enhancement of electrospray
ion currents in vacuum into the range of microamps, prepara-
tive mass spectrometry could gain technological relevance as a
surface coating technique.
The fact that we can relate the observed current limit to the
capillary and not to the inlet section suggests that shapes could
be found that have even better characteristics than the one
presented. While the funnel shape could be further improved
empirically, the model sketched in this paper can be used for a
rational optimization. We show how the ion motion in the
interface can be described by simple analytical relations.
Together with a fast, precise and reliable CFD calculation of the
gas ow this model forms a basis for further optimizations of
ion sources. However, since we have seen that already very low
gas velocities can strongly inuence the behaviour of the ions,
high precision is required and thus CFD will always be the
challenging part of such studies despite the simplicity of the
geometries.
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